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“The original DNH design“

DNH designs and manufactures

one of the world's largest 

range of loudspeakers.

Since the company was established in

1946, DNH is renowned as a supplier 

of high quality products.

All DNH products are engineered

and designed in Norway, and almost 

90% are exported around the world.

In addition to the strong niche 

products such as flameproof,

weatherproof, vandal-proof and 

shockproof speakers, DNH is 

renowned for its ability to tailor 

products according to the 

customers demands.

Due to the fact that DNH 

manufactures almost all the 

components of the speaker,

"non-standard" requirements such 

as special colour, special trans-

formers and different cable entries 

can be supplied.

New Products

DST-40  see page no. 7
EEx / Zone 1

BMD-60    see page no. 9

Prob-635   see page no. 9
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MH-15 MH-30 MH-50

IP-rating 55 55 55
Max. / min. amb. temp. 90°C / -40°C 90°C / -40°C 90°C / -40°C
Rated / max. power 15W / 25W 30W / 50W 50W / 80W
SPL 1W / 1m 99 dB 96 dB 104 dB
Effective freq. range 140-16000 Hz 85-16000 Hz 140-16000 Hz
Material / Colour PP,ABS RAL 7035 PP,ABS RAL 7035 PP,ABS RAL 7035
Mounting Alum. bracket Alum. bracket Alum. bracket
Termination Screw terminal Screw terminal Screw terminal
Front / depth / height, mm 362x252x310 362x252x310 362x252x310

DH-30 / DS-100 DH-50 / DS-100 DH-30 / DST-100 HPA-60

IP-rating 67 67 67 67
Max. / min. amb. temp. 200°C / -50°C 200°C / -50°C 200°C / -50°C 150°C / -50°C
Rated / max. power 100W 100W 100W 60W
SPL 1W / 1m 110 dB 111dB 110 dB 110 dB
Effective freq. range 300-5000 Hz 200-5000 Hz 300-5000 Hz 310-8000 Hz
Material / Colour Fiberglass polyester, RAL 7035 Alu LM 6 / RAL 7035 Alu. PA 6 / RAL 7035

Mounting Stainless steel Bracket Stainless steel Bracket Stainless steel Bracket Stainless steel Bracket

Termination Screw terminal Screw terminal Screw terminal Screw terminal
Front / depth / height, mm Ø325x504 Ø508x664 Ø325x504 Ø237x250

HP-10 HP-15 HP-20 HP-30

IP-rating 56 56 67 67
Max. / min. amb. temp. 90°C / -50°C 90°C / -50°C 150°C / -50°C 150°C / -50°C
Rated / max. power 10W / 15W 15W / 20W 20W / 25W 30W / 40W
SPL 1W / 1m 106 dB 108 dB 110 dB 110 dB
Effective freq. range 410-8000 Hz 330-8000 Hz 310-8000 Hz 310-8000 Hz
Material / Colour ABS / RAL 7035 ABS / RAL 7035 PA / RAL 7035 PA / RAL 7035
Mounting Stainless steel Bracket Stainless steel Bracket Stainless steel Bracket Stainless steel Bracket

Termination Screw terminal Screw terminal Screw terminal Screw terminal
Front / depth / height, mm Ø139x198 Ø200x247 Ø237x286 Ø237x286

HS-8 HS-15 HS-15 S

IP-rating 67 67 55
Max. / min. amb. temp. 150°C / -50°C 150°C / -50°C 150°C / -50°C
Rated / max. power 8W / 10W 15W / 20W 15W / 20W
SPL 1W / 1m 103 dB 107 dB 107 dB
Effective freq. range 500-7000 Hz 350-7500 Hz 350-7500 Hz
Material / Colour Alu. / RAL 7031 Alu. / RAL 7031 Alu. / RAL 7031

Mounting Stainless steel Bracket Stainless steel Bracket Stainless steel Bracket

Termination Screw terminal Screw terminal Screw terminal
Front / depth / height, mm Ø124x141 Ø163x247 Ø163x247
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Music Horn

Alarm Horn Speakers

Horn Speakers, plastic

Horn Speakers, metal

“The Sound Ambassadors”

MH-15
MH-30

MH-50

HPA-60

HP-15

HP-30

HS-8

HS-15 S

DS-100



HP-6 HP-6C HPS-6 HP-8

IP-rating 67 67 67 67
Max. / min. amb. temp. 90°C / -40°C 90°C / -40°C 90°C / -40°C 150°C / -50°C
Rated power 6W / 15W 6W / 15W 6W / 15W 8W / 15W
SPL 1W / 1m 101 dB 100 dB 100 dB 101 dB
Effective freq. range 500-7500 Hz 500-7500 Hz 500-7500 Hz 600-7500 Hz
Material / Colour PA,ABS RAL 7035 PA,ABS RAL 7035 PA,ABS RAL 7035 PA, RAL 7035

Mounting Alum. bracket Alum. bracket Insertion Bracket or insertion
Termination Cable, 0.5m Cable, 0.5m Cable, 0.5m Cable, 0.5m
Front / depth / height, mm Ø97x85 Ø97x116 121x121x118 Ø133x95,5
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H-66 H-62S SAFE -15

IP-rating 67 55 67
Max. / min. amb. temp. 150°C / -50°C 150°C / -50°C 200°C / -50°C
Rated / max. power 25W / 30W 25W / 30W 15W / 30W
SPL 1W / 1m 109 dB 109 dB 95 dB
Effective freq. range 300-7000 Hz 300-7000 Hz 500-3000 Hz
Material / Colour Alu. / RAL 7031 Alu. / RAL 7031 Alu. / RAL 9010 or 3000

Mounting Stainless steel Bracket Stainless steel Bracket 4 screws
Termination Screw terminal Screw terminal Spring clamp
Front / depth / height, mm Ø217x245 Ø217x245 105x210x59

Horn Speakers, metal

Horn miniatures

“The Sound Ambassadors”

Safe-15

H-66

HPS-6
HP-8

HP-6C

HP-6

HP-8



6 For more details go to our web: wwwwww..ddnnhh..nnoo

“EEx Speakers”

DSP-15 EExeN IIB/2GD DSP-15 EExeN IIC/2GD

IP-rating 67 67

Max. / min. amb. temp. 50°C / -50°C 50°C / -50°C

Rated / max. power 15 W / 15 W 15 W / 15 W

SPL 1W / 1m 105 dB 102 dB

Effective freq. range 410-7000 Hz 500-6000 Hz

Material / Colour Antistat. Polyamide / Black Antistat. Polyamide / Black

Mounting Bracket or swivel bracket Stainless steel bracket
Termination e-chamber, Screw terminals e-chamber, Screw terminals
Front / depth / height, mm 186x207x144 186x207x144

DSP-25 EExmN IIB/2GD DSP-25 EExmN IIC/2GD DSP-25 EExdN

IP-rating 66 66 66
Max. / min. amb. temp. 55°C / -53°C 55°C / -53°C 40°C / -50°C
Rated / max. power 25W 25W 25W
SPL 1W / 1m 106 dB 102 dB 106 dB
Effective freq. range 370-7000 Hz 450-6000 Hz 370-7000 Hz
Material / Colour Antistat. Polyamide / Black Antistat. Polyamide / Black Antistat. Polyamide / Black

Mounting Stainless steel bracket Stainless steel bracket Stainless steel bracket

Termination e-chamber, Screw term. e-chamber, Screw term. d-chamber, Screw term.

Front / depth / height, mm Ø250x340 Ø250x340 Ø250x340

ATEX Zone I, Antistatic Polyamid 15W, IIB and IIC

ATEX Zone I, Antistatic Polyamid 25W, IIB and IIC

DSP-15 

HS-15 EExmN IIB/2GD HS-15 EExmN IIC/2GD HS-15 EExdNT

IP-rating 67 67 67
Max. / min. amb. temp. 60°C / -50°C 60°C / -50°C 40°C / -20°C

Rated / max. power 15W 15W 15W

SPL 1W / 1m 105 dB 101 dB 105 dB

Effective freq. range 410-7000 Hz 500-6000 Hz 410-7000 dB

Material / Colour Alu. LM 6, RAL 7031 Alu. LM-6 / RAL 7031 Alu. LM-6, RAL 7031

Mounting Stainless steel bracket Stainless steel bracket Stainless steel bracket

Termination e-chamber, Screw term. e-chamber, Screw term. d-chamber, Screw term.

Front / depth / height, mm Ø163x247 Ø163x247 Ø163x247

ATEX Zone I, Aluminium 15W, IIB and IIC

HS-8 EExmN IIB HS-8 EExmN IIC H-60 EExeN IIB H-60 EExeN IIC

IP-rating 67 67 67 67

Max. / min. amb. temp. 50°C / -50°C 50°C / -50°C 50°C / -50°C 50°C / -50°C

Rated / max. power 8W 8W 20W / 20W 20W / 20W

SPL 1W / 1m 100 dB 94 dB 106 dB 101 dB

Effective freq. range 600-6500 Hz 700-7000 Hz 370-6000 Hz 400-5000 Hz

Material / Colour Alu. LM 6, RAL 7031 Alu. LM 6, RAL 7031 Alu. LM 6, RAL 7031 Alu. LM 6, RAL 7031

Mounting Stainless steel bracket Stainless steel bracket
Termination e-chamber, Screw terminals e-chamber, Screw terminals
Front / depth / height, mm Ø124x141 Ø124x141 Ø217x245 Ø217x245

ATEX Zone I, Aluminium 8W and 20W, IIB and IIC

DSP-25

H-60

HS-8

HS-15
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New EEx products from DNH:
DSP-15 and DST-40

DST-40 EExeNT

DSP-15 EExeN

Lightweight anti-static black polyamide enclosure 

Multi-directional 

Large termination chamber 

Loop in/out and spur to additional local speaker if required 

IIB IIC
Material / Colour................................... Anti-static PA / RAL7031
Mounting......................................................................................................... Bracket
Termination................................................ e-chamber, screw terminals
Weight w/ transformer............................................... (4,8 lb)  2,2 kg
IP-rating(UL equivalent)...................................................... (4X & 6)  67
Max. / min. amb. temp............ (122°F / -58°F)  50°C / -50°C
Standard version....................................................... 100 V transformer
Rated / max. power ............................................................ 15W / 15W
SPL 1W/1m ................................................................................................ 105 dB 102 dB
SPL rated power ...................................................................................... 116 dB 113 dB
Effective freqrange............................................................... 410-7000 Hz 500-6000 Hz
Dispersion (-6dB) 1kHz / 4kHz.................................... 200° / 50° 105° / 35°
Directivity factor, Q......................................................................................... 1,8
Options........................................................... Impedances, colors, labels

IIB IIC

Material / Color................................Aluminum alloy / RAL 7035
Mounting ........................................................Threaded UNEF 1 3/8 - 18
Termination...............................................................Inside screw terminals
Weight w/ transformer.................................................(5,5 lb)  2,5 kg
IP-rating (UL equivalent)......................................................(4X & 6)  67
Max / min amb temp ......(122°F / -58°F)  50 °C / -50 °C
Rated / max. power ..........................................................40 W / 40 W
SPL 1W/1m ..................................................................................................111 dB 108 dB
SPL rated power ........................................................................................125 dB 122 dB
Effective freq range..........................................................300 – 5000 Hz 450-4000 Hz
Dispersion (-6dB) 1kHz / 4kHz .........................................50° / 20° 50° / 20°
Directivity factor, Q.......................................................................................26,8
Options.............................................................Impedances, colors, labels 

Certified by/ Certification Code/ Number: 
NEMKO / EEx de IIB + H2 T5 /03ATEX100
NEMKO / EEx de IIC T5 / 03ATEX100
NEMKO/ EExde IIC T4/ 03ATEX100  (25W)
NEMKO/ EEx dem IIB + H2 T5 /03ATEX100 

Certified by/ Certification Code/ Number: 
NEMKO / EEx de IIB+H2  T4 / 04 ATEX 1371
NEMKO / EEx de IIC  T4 / 04 ATEX 1371

40W Zone 1 driver

UNEF 1 3/8 - 18 threads

Rated Power 125 dB
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CAPEEX-6 CAREEX-6 BA-56 EExeN

IP-rating 53 53 -
Max. / min. amb. temp. 40°C / -20°C 40°C / -20°C 40°C / -20°C
Rated / max. power 6W 6W 6W
SPL 1W / 1m 90 dB 90 dB 90 dB
Effective freq. range 160-20000 Hz 160-20000 Hz 160-20000 Hz
Material / Colour Alu. / Anodized Alu. / Anodized Alu. / Anodized
Mounting Bracket Foot bracket 3 screws
Termination e-chamber, Screw term. e-chamber, Screw term. e-chamber, Screw term.

Front / depth / height, mm Ø171x140x145 Ø171x178x145 Ø200x172

HS-15 ExdFM

IP-rating 67
Max. / min. amb. temp. 40°C / -20°C
Rated / max. power 15W
SPL 1W / 1m 105 dB
Effective freq. range 410-7000 Hz
Material / Colour Alu. / RAL 7031
Mounting Stainless steel Bracket
Termination Screw terminals
Front / depth / height, mm Ø163x247

HP-20 EExIIN HS-15 EExIIN

IP-rating 67 67
Max. / min. amb. temp. 60°C / -20°C 50°C / -50°C
Rated / max. power 20W 15W
SPL 1W / 1m 110 dB 107 dB
Effective freq. range 310-8000 Hz 370-7000 Hz
Material / Colour Antistatic PA / Black Alu. / RAL 7031
Mounting Stainless steel Bracket Stainless steel Bracket
Termination Screw Terminal e-chamber, Screw term.
Front / depth / height, mm Ø237x286 Ø163x247

FM Approved Class 1 Div. 1

CM-6 EExmN/2GD

IP-rating 67
Max. / min. amb. temp. 40°C / -20°C
Rated / max. power 6W
SPL 1W / 1m 85 dB
Effective freq. range 500-10000 Hz
Material / Colour Antistatic PA / Black
Mounting 4 screws or bracket
Termination Radox cable, 1.5 m
Front / depth / height, mm 137x53

ATEX Zone I

“Design and Performance”
ATEX Zone I Cabinet

Zone II ATEX

CAPEEX-6

CAREEX-6 BA-56 EExeN

HS-15 ExdFM

HS-15 EExIIN

HP-20 EExIIN

CM-6 EExmN
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“DNH Design”

BMD-60

Prob-635

Material / Colour .......................................... Solid Brass or Stainless Steel
Mounting ......................................................................................................................... Screws
Termination ......................................................................................................................... Clips
Weight........................................................................................................... (5.1 lb) 2.3 kg
IP-rating ................................................................................................................................................

Max. / min. amb. temp.................. (212°F / -58°F) 100°C / -50°C
Standard version...................................................... 100 V transformer / 4 Ω
Rated / max. power......................................................................... 30 W / 60 W
SPL 1W/1m..................................................................................................................... 92 dB
SPL rated power........................................................................................................107 dB
Effective freq. range...................................................................... 55 – 20000 Hz
Dispersion (-6dB) 1kHz / 4kHz....................................................................................

Directivity factor, Q ...................................................................................................................

Options ........................................................................... Impedances, colors, labels

Material / Colour ......................................................................... ABS / RAL 9010
Mounting .................................................................................................................. 4 Clamps
Termination............................................................................................. Screw terminals
Weight ..................................................................................................................................2.9 kg
IP-rating ................................................................................................................................................

Max. / min. amb. temp...............................................................90 °C / -40 °C
Standard version.........................................................................................................100 V
Rated / max. power ......................................................................60 W / 100 W
SPL 1W/1m..................................................................................................................... 90 dB
SPL rated power........................................................................................................109 dB
Effective freq. range....................................................................... 45 – 20000 Hz
Directivity factor, Q ...................................................................................................................

Two-way marine speaker

Hi-Fi Frequency response

Concept speaker

Hand made Solid Brass or Stainless Steel

Flush mounted version of MD-60
Simple to install
Two way system with Bass reflex



10 For more details go to our web: wwwwww..ddnnhh..nnoo

Prosound 300 PS-6

IP-rating 54 56
Max. / min. amb. temp. 90°C / -20°C 150°C / -40°C
Rated / max. power 30W / 50W 6W / 15W
SPL 1W / 1m 88 dB 88 dB
Effective freq. range 110-20000 Hz 150-18000 Hz
Material / Colour PA / RAL 9005 or 7035 PA / RAL 7035
Mounting Pendant, Swivel or bracket Pendant, Swivel or bracket

Termination Cable, 2m Cable, 2m
Front / depth / height, mm Ø150x178 Ø157x160

CP-6 CP-66

IP-rating - -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C
Rated / max. power 6W / 10W 6W / 10W
SPL 1W / 1m 88 dB 88 dB
Effective freq. range 180-18000 Hz 180-18000 Hz
Material / Colour ABS / RAL 9010 ABS / RAL 9010
Mounting 3 screws 4 screws
Termination Screw terminal Screw terminal
Front / depth / height, mm 150x195x70 150x270x70

B-406 BLC-550 CW-4

IP-rating - - -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -40°C
Rated / max. power 6W /  8W 6W 6W /  8W
SPL 1W / 1m 90 dB 90 dB 90 dB
Effective freq. range 180-14000 Hz 150-15000 Hz 140-20000 Hz
Material / Colour ABS, RAL 9002 ABS, RAL 9010 Part. board, RAL 9010 or walnut

Mounting Screws and keyhole Screws Screws and keyhole
Termination Spring clamp Spring clamp Spring clamp
Front / depth / height, mm 210x210x66 Ø206x85 250x170x88

CAU-4 Safe-m6 Safe-10P

IP-rating 55 56 44
Max. / min. amb. temp. 90°C / -40°C 150°C / -40°C 130°C / -40°C
Rated / max. power 4W / 6W 6W / 10W 10W / 15W
SPL 1W / 1m 90 dB 87 dB 85 dB
Effective freq. range 160-16000 Hz 220-20000 Hz 160-20000 Hz
Material / Colour Alu, RAL 7035 Alu. / RAL 9010 or 3000 ABS, RAL 9010
Mounting Bracket 4 screws 4 screws
Termination Spring clamp Screw terminal Screw terminal
Front / depth / height, mm 128x237x100 105x210x59 104x206x55

“Cabinet Speakers”

Prosound-300 LS

Prosound-300 L

Safe-m6

Safe-10 P

CP-6

CP-66

B-406

CW-4

BLC-550

Prosound-300 LB

Cau-4

Cabinet Speakers

Cabinet Speakers

Cabinet Speakers

Cabinet Speakers
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“Cabinet Speakers”

MD-60 MD-200 Proci-100

IP-rating 44 54 -
Max. / min. amb. temp. 90°C / -40°C 90°C / -40°C 90°C / -20°C
Rated / max. power 60W / 100W 200W / 300W 100W / 150W
SPL 1W / 1m 90 dB 100 dB 90 dB
Effective freq. range 45-20000 Hz 60-20000 Hz 50-20000 Hz

Material / Colour ABS / RAL 9005 or 9010 PE, RAL 5003 or 9005 part. board, RAL 9005 or 9010

Mounting Bracket Bracket, wire or tripod Bracket
Termination Screw Term. Screw term. Spring term.
Front / depth / height, mm 203x335x250 430x485x320 197x790x170

Music Speakers

MD-200

MD-60

Proci-100

CAS-6 CAS-15 CAS-30

IP-rating 54 54 54
Max. / min. amb. temp. 110°C / -20°C 110°C / -20°C 110°C / -20°C
Rated / max. power 6W / 10W 15W / 20W 30W / 40W
SPL 1W / 1m 88 dB 91 dB 92 dB
Effective freq. range 110-20000 Hz 100-20000 Hz 95-20000 Hz
Material / Colour Alu, PA / RAL 9010 or anodized Alu, PA / RAL 9010 or anodized Alu, PA / RAL 9010 or anodized

Mounting Swivel bracket Swivel bracket Swivel bracket
Termination Screw terminal Screw terminal Screw terminal
Front / depth / height, mm 100x109x183 100x109x300 100x109x600

Column Speakers

CAS-6
CAS-15

CAS-30

DP-10 DP-30 DPD-10 DPD-30

IP-rating 55 55 55 55
Max. / min. amb. temp. 150°C / -40°C 150°C / -40°C 150°C / -40°C 150°C / -40°C
Rated / max. power 10W / 15W 30W / 50W 10W / 15W 30W / 50W
SPL 1W / 1m 96 dB 90 dB 94 dB 90 dB
Effective freq. range 150-20000 Hz 110-20000 Hz 150-20000 Hz 110-20000 Hz
Material / Colour PA / RAL 7035 PA / RAL 7035 PA / RAL 7035 PA / RAL 7035
Mounting PA Swivel bracket PA Swivel bracket PA Swivel bracket PA Swivel bracket

Termination Screw terminal Screw terminal Screw terminal Screw terminal
Front / depth / height, mm 210x152x312 210x152x312 210x152x445 210x152x445

Projector Speakers, Plastic

DP-10

DPD-10

CAR-4 CAR-6 CAP-15 W CAL-6

IP-rating - - 55 -

Max. / min. amb. temp. 90°C / -40°C 90°C / -40°C 90°C / -40°C 90°C / -40°C
Rated / max. power 4W / 6W 6W / 10W 15W / 20W 6W / 8W
SPL 1W / 1m 92 dB 90 dB 92 dB 90 dB
Effective freq. range 150-20000 Hz 150-20000 Hz 150-20000 Hz 150-20000 Hz
Material / Colour Alu. / RAL 9010 or anodized Alu. / RAL 9010 or anodized
Mounting Foot bracket Foot bracket Bracket Pendant
Termination Cable, 1m Cable, 1m Cable, 1m Cable, 2m
Front / depth / height, mm Ø146x90 Ø146x175 Ø146x200 Ø146x175

Projector Speakers, Metal

CAP-15 W

CAR-6

CAR-4
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B-560 B-620 B-640

IP-rating - - -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 6W 6W / 15W 6W / 20W
SPL 1W / 1m 90 dB 92 dB 90 dB
Effective freq. range 130-15000 Hz 90-20000 Hz 60-20000 Hz
Material / Colour Alu / RAL 9010 Alu / RAL 9010 Alu / RAL 9010
Mounting 3 Screws 4 screws 4 metal strips
Termination Spring clamp Spring clamp Spring clamp
Front / depth / height, mm Ø165x90 Ø228x65 Ø241x80

BL-350 BL-550 B-650 BL-650

IP-rating - - 42 -
Max. / min. amb. temp. 80°C / -20°C 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 6W / 8W 6W 6W / 15W 6W / 15W
SPL 1W / 1m 88 dB 90 dB 90 dB 90 dB
Effective freq. range 140-20000 Hz 60-12000 Hz 140-18000 Hz 110-15000 Hz
Material / Colour ABS, RAL 9010 ABS, RAL 9010 ABS, RAL 9010
Mounting Plastic clamps 3 hooks 3 screws 3 hooks
Termination Plastic terminal Spring clamp Spring clamps Spring clamp
Front / depth / height, mm Ø116x82 Ø150x102 Ø232x129 Ø232x102

Ceiling Speakers, Metal

“Design and Performance”

B-560

B-640

BL-550

BL-350

Ceiling Speakers, Plastic

PROB-560 PROB-620 PROB-650

IP-rating - - -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 30W / 50W 30W / 50W 30W / 50W
SPL 1W / 1m 88 dB 90 dB 90 dB
Effective freq. range 60-20000 Hz 60-20000 Hz 60-20000 Hz
Material / Colour Alu. / RAL 9010 Alu / RAL 9010 ABS, RAL 9010
Mounting 3 screws 4 screws 3 screws
Termination Spring clamp Spring clamp Spring clamp
Front / depth / height, mm Ø165x130 Ø228x137 Ø232x117

Ceiling Speakers, Coax

PROB-560

BK-560 BS-560 BS-660

IP-rating - - -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 6W 6W / 15W 6W / 15W
SPL 1W / 1m 90 dB 90 dB 90 dB
Effective freq. range 130-15000 Hz 130-15000 Hz 90-20000 Hz
Material / Colour Alu / RAL 9010 Alu / RAL 9010 Steel / RAL 9010

Mounting Springs 2 screws 2 Screws
Termination Spring clamp Spring clamp Spring clamp
Front / depth / height, mm Ø165x84 Ø167x95 Ø242x89

Ceiling Speakers, Metal

B-560 / Prob-560

BS-560 / BK-560

ABS grille, Polystyrene
box / White

PROB-650



“The Height of Performance”

BKF-560 BF-560 BF-620 BF-640

IP-rating - 42 42 42
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 6W 6W / 15W 6W / 15W 6W / 20W
SPL 1W / 1m 90 dB 90 dB 90 dB 90 dB
Effective freq. range 180-15000 Hz 150-20000 Hz 150-15000 Hz 150-20000 Hz
Material / Colour Alu / RAL 9010 Alu / RAL 9010 Alu / RAL 9010 Alu / RAL 9010

Mounting Springs 3 screws 4 screws 4 metal strips
Termination Spring clamps Spring clamps Spring clamps Spring clamps
Front / depth / height, mm Ø165x105 Ø165x150 Ø228x116 Ø240x145

Ceiling Speakers, Metal with alum. firedome

BF-640
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BF-560 S BF-620 S BS-560 S BS-660 S

IP-rating 42 42 42 42
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 6W / 15W 6W / 15W 6W / 15W 6W / 15W
SPL 1W / 1m 90 dB 90 dB 90 dB 90 dB
Effective freq. range 130-15000 Hz 150-15000 Hz 130-15000 Hz 130-20000 Hz
Material / Colour           Aluminium grille, steel box / RAL9010 Aluminium grille, steel box / RAL9010

Mounting 3 x 3 screws 4 screws 2 screws, Bracket 2 screws, Bracket

Termination Spring clamps Spring clamps Spring clamps Spring clamps
Front / depth / height, mm Ø165x107 Ø204x116 Ø167x90 Ø242x116

BF-560 S

Ceiling Speakers, Metal with steel firedome

BMD-60 PROB-635

IP-rating - -
Max. / min. amb. temp. 90°C / -40°C 100°C / -50°C
Rated / max. power 60W / 100W 30W / 60W
SPL 1W / 1m 90 dB 92 dB
Effective freq. range 45-20000 Hz 55-20000 Hz
Material / Colour ABS / RAL 9010 Solid Brass or Stainless Steel

Mounting 4 screws Screws
Termination Screw Terminal Clips
Front / depth / height, mm Ø 290x210 Ø228x152

Hi-Fi Ceiling Speakers

BMD-60

Aqua-30 B-11 UP-56

IP-rating 68 - -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C
Rated / max. power 20W / 30W 6W / 20W 6W
SPL 1W / 1m 105 dB* 90 dB 90 dB
Effective freq. range 80-20000 Hz* 50-20000 Hz 120-11000 Hz
Material / Colour ABS, NCS 1070-B Particle board, black Alu, RAL 9010
Mounting 4 screws - Insertion
Termination Cable, 5m Spring clamps Spring clamps
Front / depth / height, mm 137x53 300x300x105 178x178x70

B-11

Aqua 30

UP-56

Special Niche Speakers

* Measured under water

Prob-635
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VES-360 VES-561 SAFE-561

IP-rating - - -
Max. / min. amb. temp. 120°C / -20°C 120°C / -20°C 90°C / -20°C
Rated / max. power 6W / 8W 6W / 8W 6W
SPL 1W / 1m 88 dB 90 dB 90 dB
Effective freq. range 210-20000 Hz 250-12000Hz 180-13000 Hz
Material / Colour Steel,Alu. / RAL 9010 Steel,Alu. / RAL 9010 Steel / RAL 9010
Mounting 4 screws 3 clamps 4 Screws
Termination Ceramic terminals Ceramic terminals Ceramic terminals
Front / depth / height, mm Ø129x85 Ø167x90 Ø169x65

HEP-10 CEP-6 VEH-6 VEP-6

IP-rating 56 - - -
Max. / min. amb. temp. 90°C / -50°C 90°C / -20°C 90°C / -40°C 90°C / -40°C
Rated / max. power 10 W / 15 W 6 W / 10 W 6 W / 6 W 6 W / 15 W
SPL 1W / 1m 106 dB 88 dB 103 dB 89 dB
Effective freq. range 410-8000 Hz 180-18000 Hz 650-5000 Hz 190-20000 Hz
Material / Colour ABS / RAL 7035 ABS / RAL 9010 ABS / RAL 7035 ABS / RAL 7035

Mounting Bracket 3 Screws Bracket Bracket
Termination Ceramic terminals Ceramic terminals
Front / depth / height, mm 139x198 150x195x70 110x148 110x148

Voice Alarm Speakers

Voice Alarm Speakers

VES-561

SAFE-561

VES-561

CEP-6

“Safe and Sound”

VEP-6

VEH-6

BL-550 CR BLC-550 CR CR-6 CAR-4 CR

IP-rating - - 67 -
Max. / min. amb. temp. 90°C / -20°C 90°C / -20°C 90°C / -20°C 90°C / -40°C
Rated / max. power 6W / 15W 6W / 15W 6W / 30W 6W
SPL 1W / 1m 88 dB 88 dB 85 dB* 88 dB
Effective freq. range 60-12000 Hz 150-12000 Hz 280-18000 Hz* 150-12000 Hz
Material / Colour Alu, RAL 9010 Alu, RAL 9010 ABS / RAL 9010 Alu. / RAL 9010 or anodized

Mounting 3 hooks Screws 4 screws / bracket Foot bracket

Termination Spring clamps Spring clamps Cable, 1m Cable, 1m
Front / depth / height, mm Ø160x102 Ø206x85 Ø137x53 Ø146x90

Bi-VEH Bi-VEP

IP-rating - -
Max. / min. amb. temp. 90°C / -40°C 90°C / -50°C
Rated / max. power 6W / 10W 6W / 15W
SPL 1W / 1m 103 dB 89 dB
Effective freq. range 650-5000 Hz 160-20000 Hz
Material / Colour ABS / RAL 7035 ABS / RAL 7035
Mounting Foot / Bracket Foot / Bracket
Termination Ceramic Terminal Ceramic Terminal
Front / depth / height, mm 210x139 166x139

Clean Room Speakers

Voice Alarm Speakers

BLC-550 CRCAR-4 CR

CR-6

Bi-VEP

Bi-VEH

* Measured in air



More than 59 years with DNH

1960

“Viking” 1955

Hannover fair 1965

The main factory building in
Kragerø from 1947 to 1978



The Buyer
of DNH loudspeakers 

benefits from the research 
and engineering which DNH has 

performed for years in developing high 
class loudspeakers for every purpose and

demand.
This experience, combined with the most careful

selection of materials and the strictest 
manufacturing controls, will assure you 

performance of highest quality.

During all stages of our manufacturing and
production process, a fully documented and

Approved Quality Assurance system to
ISO 9001 is imposed.

“The original DNH design”

Head Office:

DNH AS
3770 KRAGERØ
NORWAY
TEL.: +47 35 98 56 00
FAX: +47 35 98 56 10

E-mail: dnh@dnh.no
www.dnh.no

England:

DNH WW. Ltd.
31 CLARKE RD, 
MOUNT FARM, BLETCHLEY
MILTON KEYNES, MK1 1LG, ENGLAND
TEL.: +44 1908 275 000
FAX: +44 1908 275 100
E-mail: dnh@dnh.co.uk
www.dnh.co.uk

Germany:

DNH GmbH
NEUMANN-REICHARDT-STRASSE 27-33,
D-22041 HAMBURG
TEL.: +49 (0) 40 - 65 69 30-0
FAX: +49 (0) 40 - 65 69 30 30

E-mail: dnh@dnh.de
www.dnh.de

France: 

DNH
PARIS
TEL.: +33 1 5380 0276
FAX: +33 1 4588 1594
MOBILE: +33 6 8761 4284

E-mail: etienne@dnh.no
www.dnh.no


